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PART NUMBER CODING REVISIONS

S CO02SYAN REV. | ECO.NO DESCRIPTION DATE BY
N A 1764 INITIAL RELEASE 07/23/08 | ASK
| UPDATE T" & 'P PLATING, ADD 'S’ PLATING,

PLATING CURRENT RATING 3 AMP WAS 1 AMP, ADD 'DUAL
B 1821 |BEAM CONTACTS' TEXT, .226 MAX DEFTH WAS 236, 11/4/2008 |  JH
= LENGTH .200 WAS .197, WIDTH .100 WAS 094
T= TIN OVER COPPER UNDERPLATE OVERALL. 1200 WAS 197, WIDTH 100 WA
P= GOLD FLASH OVER NICKEL UNDERPLATE OVERALL. ] 003 |UPRATE FTI%LJETFI%NCZEOBNLIIOLEII(,O ﬁEn%g%/;rg BT VIEW, 3200 |
S= 0.000010" GOLD OVER NICKEL UNDERPLATE OVERALL. OHMS

—DUAL BEAM CONTACTS
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2X .140(3.55] | .
POINT OF
CONTACT
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— .100[2.54] ~—
SECTION A-A
A ﬂ H A
— .100[2.54] ~—
NOTES:
1. INSULATOR MATERIAL: PBT, BLACK
2. CONTACT MATERIAL: PHOSPHOR BRONZE.
3. PLATING: SEE PART NUMBER CODING.
4. OPERATING TEMPERATURE: -55°C TO +105°C. UNLESS OTHERWISE SPECIFIED: DATE | NAME
5. OPERATING VOLTAGE: 250 VAC MAX. TD(I)I\CEEEIAS\I'\CIDCE\IESS;AREIN INCHES[MM] DRAWN | 07/23/08 | ASK SULL'NS
6. UL FLAMMABILITY RATING: 94V-0. ANGULA: » 30
7. DIELECTRIC WITHSTANDING VOLTAGE: 1000 VAC FOR 1 MINUTE. ggﬁx%ééf?% | i e | MINI SHUNT, CLOSED TOP
g_ Egﬁ%ﬁ'}'} EAE\EQEA&/E@OPBEJI{LE%L@CSTM AX. REMOVE ALL BURRS AND SHARP EDGES 010 MAX | ofiertr scns itcreoncs | S_CO2SYAN
10. INSULATION RESISTANCE: 5000 MEGA OHMS. INTERPRET DIMENSIONS AND GEOMETRIC SIEE |PWG- NO. REV
ROHS COMPLIANT | 1S5RS, o —|Cl  mm  |c
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