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U U ELECTRO—OPTICAL CHARACTERISTKCS TA=25C I§=1DmA
<> 17.10 [0.672] 15.24 [0.600] PARAMETER MIN TYP MAX  UNITS  TEST COND

PEAK WAVELENGTH 565 (GREEN) nm
FORWARD VOLTAGE 22 2.6 V§
REVERSE VOLTAGE 5.0 Vr [r=100pA

X*

AXIAL INTENSITY 3900 pied [f=10mA

PIN 1 \_PIN 5 0.30 [0.012] J EMITIED COLOR:  GREEN
FAGE COLOR: GRAY
SEGMENT COLOR:  MILKY WHITE. DIFFUSED
—~| 12.60 [0.4961] |‘— DIGIT DETAIL
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FU 8 B LIMITS OF SAFE OPERATION AT 25C PER CHIP
PARAMETER MAX UNITS
14,22 [0.5601]
D PEAK FORWARD CURRENT* 150 mA
I__ |L_ E C STEADY CURRENT 25 mA
254 [0100] —ll— 0551 ro.0201 — POWER DISSIPATION 105 W
n [C)% DERATE FROM 25°C -1.2 mW/'C
1016 [0.400] OPERATING, STORAGE TEMP., —40T0 +65 <
SOLDERING TEMP. + 950 <
8 2.0mm FROM BODY 3 SEC. MAX
' 1105

COMMON CATHODE

Al Bl C| Dl E| F|[ G| D

UNCONTAROLLED DOCUMENT

7 6 4 2 1t 9 10 S
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THAT SOLDER HEAT IS A MAXIR CAUSE DF EARLY AND FUTURE
GRAY FACE, WHITE SEGMENTS, COMMON CATHODE. HAT SOLDER HEAT IS A WAKIR GALSE DF EARLY ND FUTURE y SOALE:  N/A




