CUSTGMER TERMINAL | RoHS | LEAD(Pb)—FREE

Sn96%, Ag4% Yes Yes
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:\ED ELECTRICAL SPECIFICATIONS @ 25°C unless otherwise noted:

PARAMETER TEST CONDITIONS VALUE
DOT LOCATES TERM. #1 D.C. RESISTANCE 6-7 @20°C 0.318 ohms +10%
, 157 MAX. .559 MAX.
TERM. NO.s FOR REF. ONLY [14.21] D.C. RESISTANCE 2-4 ®20°C 1.08 ohms *10%
— N D.C. RESISTANCE 34 @20°C 0.180 ohms *10%
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Lo cone & DATE CopE ) TURNS RATIO (2-4):(6-7) 2.56:1, +1%
TURNS RATIO (6-7):(3-4) 2571, +1%
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AREA REPRESENTS [11.05] - .055(8)
TERMINAL PAD DIMENSIONS ‘ [1.40]
‘ .028(8) GENERAL SPECIFICATIONS:
° | \*, _ _ *J [.71] OPERATING TEMPERATURE RANGE: —40°C to +125°C including temp rise.
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REFERENCE LAND SIZE
CUSTOMER TO DETERMINE LAND LAYOQUT
Wire insulation & RoHS status not affected by wire color.
Wire insulation color may vary depending on availability.
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