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巻線抵抗 定格電流 ド ラ イ ブ 方式 ス テ ッ プ 角 型式 

MassDetent TorqueRotor InertiaInductanceHolding TorqueResistanceRated CurrentDrive SequenceStep AngleModel

（ g） （ mNm） （ g・ cm2） （ mH） （ mNm） （ Ohms） （ A） （ deg） 

68025 2001.8 7600.85 3UNI-POLAR1.823KM-K044U

68025 2006.7 7603.3 1.5UNI-POLAR1.823KM-K055U

90049 2902.2 10501.0 3UNI-POLAR1.823KM-K144U

90049 2908.0 10503.9 1.5UNI-POLAR1.823KM-K155U

47020 1201.9 4201.2 2UNI-POLAR1.823KM-K249U

47020 1203.6 4202.3 1.5UNI-POLAR1.823KM-K255U

59029 1802.9 6501.5 2UNI-POLAR1.823KM-K349U

59029 1805.5 6502.9 1.5UNI-POLAR1.823KM-K355U

105051 3602.7 12001.15 3UNI-POLAR1.823KM-K744U

105051 36010.2 12004.6 1.5UNI-POLAR1.823KM-K755U

68025 2007.2 10001.7 2.2BI-POLAR1.823KM-K044B

90049 2908.7 12502.0 2.1BI-POLAR1.823KM-K144B

47020 1207.7 5402.4 1.4BI-POLAR1.823KM-K249B

59029 18011.8 8003.0 1.4BI-POLAR1.823KM-K349B

105051 36010.6 15002.3 2BI-POLAR1.823KM-K744B
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結線表　PIN NO. vs. PHASE

UNIT: mm
(inch)

23KM-K

■ 外観図　Outline

■ 仕様　Specifications
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■ トルク・スピード特性　Torque/Speed Characteristics

Model No: 23KM-K044U,K055U,K044B
Driver: Chopper Dual
Supply Voltage: 24.0 (Volt)

Model No: 23KM-K144U,K155U,K144B
Driver: Chopper Dual
Supply Voltage: 24.0 (Volt)

Model No: 23KM-K249U,K255U,K249B
Driver: Chopper Dual
Supply Voltage: 24.0 (Volt)

Model No: 23KM-K349U,K355U,K349B
Driver: Chopper Dual
Supply Voltage: 24.0 (Volt)

Model No: 23KM-K744U,K755U,K744B
Driver: Chopper Dual
Supply Voltage: 24.0 (Volt)

PULL  OUT

PULL  IN

21




